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301L / 1.4319 / UNSS30103 
 
Type 301L stainless steel (UNS S30103) is also an austenitic steel type that has a normal composition featuring 17% 
chromium along with 7% of nickel. 
 
The 301L is slightly better in terms of corrosion resistance because it has slightly fewer carbon contents. But the 301L 
also offers good ductility. It is not as strong as the 301, though. 
 

Material Data Sheet 
 

Material Designaction/Name DIN 1.4319 
UNS UNS S30103 
SAE SAE 301L 

 
 

Main application of 1.4319 
 
 Rail cars. 
 Pressure vessels 
 Convertor components 
 Utensils and appliance parts. 
 Door and drainage parts. 

 
 

Chemical composition of 1.4319 
 

C 0.15 
Cr 16-18 
Si 1.0 
Ni 6.0-8.0 
Mn 2.0 
N 0.20 

 
Delivery status and forms 

 
Various sizes and tolerances available upon your request. 

 
Contact us 

 

 
Eric 
Director - Supply Chain 
 
M: + 86 18675590706   
WhatsApp: + 00251929481300 
WeChat: 584572247   
Email-1: sales@yubisteel.com    Email-2: ericgui2008@gmail.com 
Website: https://www.yubisteel.com/ 
 
Our Product Is Metal. Our Passion Is Service. 
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