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304J1 / JIS SUS304J1 
 
Type 304J1 has a different feel and all thanks to the introduction of copper characterized by its deep drawing process. 
 
Though it has similar tensile strength and corrosion resistance to the conventional Type 304, excellent formability, and 
weldability, 304J1 can be widely used as it’s a new grade with multi-functions. 
 

Material Data Sheet 
 

Material Designaction/Name 304J1 
UNS S30430 
DIN DIN 1.4567 

 
 

Main application of 1.4319 
 
 Food and beverage application. Trailer bodies. 
 Different pressure-containing applications. 
 Cryogenic and sanitary applications. 

 
 

Chemical composition of 1.4319 
 

C 0.08 
Cr 15-18 
Si 0.75 
Ni 6.0-9.0 
Mn 3.0 
Sulfur, S 0.03 
Phosphorous, P 0.045 
Copper 1.0-3.0 

 
Delivery status and forms 

 
Various sizes and tolerances available upon your request. 

 
Contact us 

 

 
 
Eric 
Director - Supply Chain 
 
M: + 86 18675590706   
WhatsApp: + 00251929481300 
WeChat: 584572247   
Email-1: sales@yubisteel.com    Email-2: ericgui2008@gmail.com    Website: https://www.yubisteel.com/ 
 
Our Product Is Metal. Our Passion Is Service. 
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