
 
 
 

347 (UNS S34700 / DIN1.4550) 
 
The SS Type 347 is austenitic steel stabilized with columbium or tantalum for better temperature resistivity. It has many 
traits matching with the Type 304/L. Some manufacturers also use niobium, which offers excellent interangular resistance 
against corrosion when the steel is exposed to temperatures ranging from 800F to 1500F. 
 

Material Data Sheet 
 

Material Designaction/Name 347 
UNS UNS S34700 
DIN DIN 1.4550 

 
Main application of 1.4550 

 
 Boiler casings, Furnace heating elements 
 Aircraft collector rings and exhaust stacks 
 Heavy equipment (wall-welded), Collector rings, Annealing box covers 
 Cabin heaters, Jet engine parts, Tubing fasteners, Expansion joints, Metal bellows and hose 

 
Chemical composition of 1.4550 

 
Carbon, C 0.08 
Chromium, Cr 17-19 
Silicon, Si 0.75 
Nickel, Ni 9-13 
Manganese, Mn 2.0 
Sulfur, S 0.03 MAX 
Phosphorous, P 0.045 MAX 
N -- 
Mo -- 
Other Nb=10(C+N) 1.0 

 
 

Delivery status and forms 
 
Various sizes and tolerances available upon your request. 
 

Contact us 
 

 
 
Eric 
Director - Supply Chain 
 
M: + 86 18675590706   
WhatsApp: + 00251929481300 
WeChat: 584572247   
Email-1: sales@yubisteel.com     
Email-2: ericgui2008@gmail.com 
Website: https://www.yubisteel.com/ 
 

Our Product Is Metal. Our Passion Is Service. 
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