
 
 
 

UNS S31700 / TYPE 317 /  DIN1.4449 
 
With 3-4% molybdenum, Type 317 of stainless steel is an austenitic chromium-nickel steel alloy with compound 
substances higher than the 316 evaluation types. The higher concentration of molybdenum greatly improves Type 317 
resistance to pitting and crevice corrosion. Along with resistance to corrosion, Type 317 also offers high tensile and creep 
strength properties at elevated temperatures. 
 

Material Data Sheet 
 

Material Designaction/Name 317 
UNS UNS S31700 
DIN DIN 1.4449 

 
Main application of 1.4449 

 
 Textile machinery, Pulp and paper plant equipment 
 Pollution control equipment, Chemical and petrochemical processing equipment 
 Storage tanks, Chemical processing tanks, Pharmaceutical vessels 

 
Chemical composition of 1.4449 
 

Carbon, C 0.08 
Chromium, Cr 19 
Silicon, Si 1 
Nickel, Ni 13 
Manganese, Mn 2 
Sulfur, S 0.03 MAX 
Phosphorous, P 0.045 MAX 
N -- 
Mo -- 
Se -- 
Iron, Fe 61 

 
 

Delivery status and forms 
 
Various sizes and tolerances available upon your request. 
 

Contact us 
 

 
 
Eric 
Director - Supply Chain 
 
M: + 86 18675590706   
WhatsApp: + 00251929481300 
WeChat: 584572247   
Email-1: sales@yubisteel.com     
Email-2: ericgui2008@gmail.com 
Website: https://www.yubisteel.com/ 
 

Our Product Is Metal. Our Passion Is Service. 
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